
ADVANTAGES:

Performs to Testing Standards

Maintenance Free

Standard Product Sizes

No Field Measuring

Easy Install

Short Lead Times

MAX - LOCK™ is a NEW 

quick and easy install rain screen 

panel system. It is a budget friendly 

option with standard product sizes 

to choose from. The lap shingle 

MCM install creates a very unique 

appearance. The ability to use 

standard, custom, and a mixture of 

colors allows you to accomplish the 

desired appearance for your building.  

MAX - LOCK™ 
Patent Pending         

METAL COMPOSITE 

WALL PANELS

Maintenance Free
Lower Life Cycle Cost
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PRODUCT DATA SHEET

MAX - LOCK™ METAL COMPOSITE WALL PANELS

OUR NEW MAX - LOCK™ wall panels are easy to order and install 
rain screen system with an exciting shingle look.  MAX - LOCK™ provides a 
quick installation that is field trimmed, which eliminates the field dimension phase 
and time needed for custom fitting panels.  The MCM shingle style panels are 
available in 8 standard sizes, and the look can change dramatically based upon 
the number of colors selected for the innovative wall panel system.  The MAX 
- LOCK™ Patent Pending system is designed for a budget friendly, easy order, 
field trimmed, cool new approach for MCM panels without the long shop drawing 
and fabrication lead times with typical panel systems.

MAX - LOCK™ System Features

System Description Interlocking Shingled Rain Screen

Joint Type/Size Lap

Progressive System Progressive Installation

Weather Resistive Barrier Self Adhered, Self  Sealing Recommended

Sheathing Over Studs 5/8” Plywood Preferred

Curved Surfaces Large Radius is Feasible

Independently Tested ASTM E283, E331, E330 & AAMA 501

Maintenance Free Yes

Panel Sizes Eight Standard Sizes

Color Options Standard, Custom, and Mix Random

Weather Sealed System No

Ease of Installation Very Easy

Field Measure None Required - Field Cut Perimeter Panels


